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R T M 5 0 k W / 7 5 k W

S P E C I F I C A T I O N S

COMMON SPECIFICATIONS

SUPPLY INPUT 3ø AC see overleaf for regional details

OUTPUT VOLTAGE CCS: 150-920V DC
CHADEMO: 50-500V DC

IP RATING IP65 (NEMA 3R)

IK RATING IK10 (Including HMI)

EFFICIENCY 95%

POWER FACTOR >0.99

TOTAL HARMONIC DISTORTION <5%

MAXIMUM OPERATING ALTITUDE GOOD: 2000m (6561ft)

BETTER, BEST: 3000m (9842ft)

ACOUSTIC NOISE  Variable under load:  < 65dB @ 1m max.

OPERATING TEMPERATURE 50kW: -35°C to +50°C (-31°F to +122°F) full power with no de-rating
75kW: -35°C to +50°C (-31°F to +122°F) de-rating applies above +40°C

STORAGE TEMPERATURE -35°C to +70°C (-31°F to +158°F)

COMMUNICATION PROTOCOL OCPP v1.6J

NETWORK CONNECTION 3G/4G/Ethernet for network

AUTHENTICATION METHOD RFID: MI-FARE ISO/IEC14443A/B, ISO/IEC15693, ISO/IEC18000-3, FeliCa, NFC

CREDIT CARD READER Optional contactless or 3-in-1 (if available, region dependent), field upgradeable

ELECTRICAL PROTECTION GOOD: Over current, Over voltage, Under voltage, Short circuit.
BETTER, BEST: Over current, Over voltage, Under voltage, Short circuit, Surge protection, 
Protective earth continuity monitor.

ENCLOSURE CONSTRUCTION Aluminium double skin

DIMENSIONS 1998 x 850 x 309 mm (79" x 34" x 12")

WEIGHT Up to 294kg with cable management (649lbs)

SHIPPING WEIGHT Up to 380kg depending on configuration (822lbs)

ACCESSIBILITY Height requirements: US ADA, EN 301 549, and DIN 18040

SAFETY COMPLIANCE* WORLDWIDE:	 CE
USA, CANADA:	 cTUVus, NRTL Certified to UL 2202 AND CSA C22.2 No. 107.1

*Pending certification completion




